Ashwood /Aspen Baffle Set
Installation Instructions
IMPORTANT NOTES:
1.
2.
3.

This baffle should be installed after the stove is in place or, if used in a fireplace, inserted into the fireplace
and the liner attached.
When handling the ceramic insulation, use the same safe handling methods that would be used for handling fiberglass insulation.
This baffle must be installed for the stove to function properly. If you have any questions about the installation or positioning of the baffle, please contact your dealer, or call us directly at 888-714-5294.

STEP 1. Remove the front two baffle tubes from the stove.
a. Use a 7/16 wrench or socket wrench to remove the bolts. (figure 1)
b. Remove the tube by pushing it all the way to the right, lifting up on the left, then pulling to the left. (figure 2)
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STEP 2. Install baffle boards.
a. With the baffle boards stacked one on top of the other, slide them onto the two remaining burn tubes. (figure 3)
b. Slide one piece to each side so they are laying side by side. (figure 4)
c. Allow the outside edges of the board to rest on the side brick holders. (figure 5)
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STEP 3. Install ceramic insulation.
a. Leave the insulation folded with the seam up and insert it on top of the baffle boards. (figure 6) Before pushing the insulation to the back, use the provided stick to start unfolding the insulation and pressing it to the sides. Carefully work the
insulation to the very back of the stove and out to the sides as shown. (figure 7) Use the wooden stick like a spatula to
help shift the insulation to the back or side to side.
b. Use the wooden stick to pat the insulation flat on top of the baffle boards. Leave the insulation “swooped” up onto the
side ducts in the front corners. (figure 8)
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STEP 4. Re-Install the front two baffle tubes.
a. Push the two baffle boards up to the very top of the stove, (figure 9) and use the wooden stick to prop the boards up and
out of the way. (figure 10) Place the wooden stick just to the front of the second baffle tube holes, standing it on edge.
b. Re-install the tubes by inserting the right side into the hole in the right air duct, then lowering the left side of the tube and
inserting it into the hole on the left. Re-attach the tubes with the bolts and tighten snug.
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STEP 5. Final positioning of the baffle materials.
a. Remove the wooden stick and allow the baffle boards to rest on top of the baffle tubes.
b. Use a tape measure or ruler to measure the distance between the front of the boards and the outside face of the stove. The
distance should be about 3- 7/16 inches for the Ashwood and 3– 3/8 inches for the Aspen. (figure 11)
c. Make sure that the insulation does not hang over the front edge of the baffle boards. Use the wooden stick, if necessary,
to pat down the front edge of the insulation. (figure 12)

Figure 11

Figure 12

